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PCR

a) Eco friendly because of the curved edge of 
pattern blocks that ensures efficient wear 
resistance, increasing tire service life
b) Outer shoulder blocks help increase 
stability while cornering and inner shoulder 
dissipates water and heat quickly
c) Well positioned wider grooves & slightly 
curved lateral grooves help in quicker 
dissipation of water thereby enhancing 
braking & stability on wet conditions
d) Continuous 3 center ribs with optimal 
block distribution provide steering stability 
performance at a high speed
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Maximum
Load

Max.
Inflation
Pressure

Rim
Width

Section
Width

Overall
Diameter

Tread
Depth

kgs psi inches mm mm mm
80 Series 175/80 R15 90S 600 44 5.0 175 661 7.6

175/70 R12 80H 450 36 5.0 177 551 7.8
165/70 R13 79T 437 36 5.0 170 562 7.8
175/70 R13 82T 475 36 5.0 177 576 7.8
185/70 R13 86T 530 36 5.5 189 590 8.0
165/70 R14 81H 462 36 5.0 170 588 7.8
185/70 R14 88H 560 36 5.5 189 616 8.0
195/70 R14 91T 615 44 6.0 201 630 7.8
205/70 R14 98H XL 750 36 6.0 209 644 8.0
205/70 R15 96H 710 44 6.0 209 669 7.8
215/70 R15 98H 750 36 6.5 221 683 8.0
155/65 R13 73T 365 36 4.5 157 532 7.8
165/65 R13 77T 412 36 5.0 170 554 7.8
155/65 R14 75T 387 36 4.5 157 558 7.8
175/65 R14 82H 475 36 5.0 177 584 7.8
185/65 R14 86H 530 36 5.5 189 596 8.0
185/65 R15 88H 560 36 5.5 189 621 8.0
195/65 R15 91H 615 36 6.0 201 635 8.0
195/65 R15 91V 615 36 6.0 201 635 8.0
205/65 R15 94H 670 36 6.0 209 647 8.0
205/65 R15 94V 670 36 6.0 209 647 8.0
205/65 R16 95V 690 36 6.0 206 672 8.0
215/65 R16 98V 750 36 6.5 221 686 8.0
215/65 R17 99T 775 44 6.5 220 712 8.5
175/60 R13 77H 412 36 5.0 177 540 7.8
185/60 R14 82H 475 36 5.5 189 578 8.0
195/60 R14 86H 530 36 6.0 201 610 8.0
205/60 R14 88H 560 36 6.0 209 602 8.0
185/60 R15 88H XL 560 49 6.0 189 603 7.8
195/60 R15 88H 560 36 6.0 201 615 8.0
205/60 R15 91V 615 44 6.0 209 627 7.8
205/60 R16 96V XL 710 49 6.0 209 652 7.8
215/60 R16 95V 690 36 6.5 221 664 8.0
225/60 R16 98H 750 44 6.5 228 676 8.6
235/60 R16 100V 800 44 7.0 240 688 8.6
225/60 R17 99H 775 44 6.5 228 702 8.6
165/55 R14 72V 355 44 5.0 170 538 7.4
165/55 R15 75V 387 36 5.0 170 563 7.8
185/55 R14 80V 450 44 6.0 194 560 7.6
185/55 R15 82V 475 44 6.0 194 585 7.6
195/55 R15 85V 515 36 6.0 201 595 8.0
205/55 R16 91V 615 36 6.5 214 632 8.0
165/50 R15 73V 365 44 5.0 170 547 7.4
195/50 R15 82V 475 44 6.0 201 577 7.8
165/50 R16 75V 387 44 5.0 170 572 7.4

45 Series 195/45 R16 84V XL 500 49 6.5 195 582 7.8
40 Series 165/40 R16 73V XL 365 44 6.0 170 538 7.4

Series Size LI/SS

70 Series

65 Series

60 Series

55 Series

50 Series
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PCR

a) Optimal pitch variation of tread design 
reduces mono pitch sound & ensures 
better traction
b) Larger & curved tread blocks on outer 
shoulder ensures better cornering
c) Independent tread blocks on inner 
shoulder delivers good traction on wet 
surfaces in straight line motion
d) Enhanced stiffness of the tread blocks 
offer remarkable resistance against 
irregular wear thereby increasing tire life
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Maximum
Load

Max.
Inflation
Pressure

Rim
Width

Section
Width

Overall
Diameter

Tread
Depth

kgs psi inches mm mm mm
80 series 145/80 R13 75T 387 44 4.0 145 562 7.0

155/70 R12 73T 365 44 4.5 157 523 7.2
165/70 R12 77T 412 44 5.0 170 537 7.4
155/70 R13 75T 387 44 4.5 157 548 7.2
175/70 R14 84T 500 44 5.0 177 602 7.4
175/65 R13 80T 450 44 5.0 177 558 7.4
165/65 R14 79T 437 44 5.0 170 570 7.2
175/65 R15 84H 500 44 5.0 177 609 7.4
215/65 R15 96H 710 44 6.5 221 661 7.8
155/55 R14 69V 325 44 5.0 162 526 7.0
195/55 R16 87V 545 44 6.0 201 620 7.4

Series Size LI/SS

70 series

65 series

55 series



a) Serrations on the groove wall reduce 
pipe resonance noise making it an 
ultra-silent tire
b) Good control of over steer and 
extremely precise steering accuracy
c) Remarkable vehicle stability during 
braking in a turn and gentle side slip
d) Outstanding resistance against 
aquaplaning because of wide                 
circumferential & lateral grooves

PCRHP1000
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Maximum
Load

Max.
Inflation
Pressure

Rim
Width

Section
Width

Overall
Diameter

Tread
Depth

kgs psi inches mm mm mm
60 series 235/60  R18 107V XL 975 44 7.0 240 739 8.2

195/55  R15 89V XL 580 44 6.0 201 595 7.4
205/55  R15 88V 560 44 6.5 214 607 7.4
205/55  R16 91W 615 44 6.5 214 633 7.6
215/55 ZR16 97W XL 730 44 7.0 226 642 7.6
225/55 ZR16 99W XL 775 44 7.0 233 654 7.8
215/55   R17 94W 670 44 7.0 226 668 7.6
225/55  R17 97V 730 44 7.0 233 680 7.8
195/50  R16 88V XL 560 44 6.0 201 602 7.2
205/50  R16 87W 545 44 6.5 214 613 7.6
225/50  R16 99V XL 775 44 7.0 233 632 7.8
205/50  R17 93W XL 650 44 6.5 214 638 7.4
215/50 ZR17 95W XL 690 44 7.0 226 648 7.6
225/50 ZR17 94W 670 44 7.0 233 658 7.8
235/50 ZR18 97W 730 44 7.5 245 693 8.0
205/45   R16 87W XL 545 44 7.0 206 590 7.4
205/45 ZR17 88W XL 560 44 7.0 206 616 7.2
215/45 ZR17 91W XL 615 44 7.0 213 626 7.4
225/45 ZR17 94W XL 670 44 7.5 225 634 7.6
235/45   R17 97W XL 730 44 8.0 236 644 7.5
245/45 ZR17 95W 690 44 8.0 243 652 8.2
225/45 ZR18 95Y XL 690 44 7.5 226 659 7.6
245/45 ZR18 100Y XL 800 44 8.0 243 677 7.8
205/40   R17 84W XL 500 44 7.5 212 596 7.6
245/40 ZR17 91W 615 44 8.5 248 628 8.0
225/40 ZR18 92Y XL 630 44 8.0 230 637 7.6
235/40 ZR18 95Y XL 690 44 8.5 241 645 7.8
245/40 ZR18 97Y XL 730 44 8.5 248 653 8.0
245/40 ZR19 98Y XL 750 44 8.5 248 679 8.0
215/35   R18 84W XL 500 44 7.5 218 607 7.8
265/35 ZR18 97W XL 730 44 9.5 271 643 8.2
225/35   R19 88Y XL 560 44 8.0 230 641 7.8
245/35   R19 93Y XL 650 44 8.5 248 655 8.0
225/35   R20 93Y XL 650 44 8.0 230 666 7.8
245/35   R20 95Y XL 690 44 8.5 248 680 7.9
255/35   R20 97Y XL 730 44 9.0 260 686 7.9

Series Size LI/SS

55 series

50 series

45 series

40 series

35 series
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a) Serrations on the groove wall reduce 
pipe resonance noise making it an 
extremely silent tire
b) Improved vehicle stability & reduced 
braking distance both in dry & wet 
surfaces
c) Good absorption of road inputs   
delivering extra-ordinary driving comfort

SUV/ 4X4SU1000

Maximum
Load

Max.
Inflation
Pressure

Rim
Width

Section
Width

Overall
Diameter

Tread
Depth

kgs psi inches mm mm mm
65 series 235/65  R17 104H 900 51 7.0 240 738 8.2

245/60  R18 105H 925 51 7.0 248 751 8.4
285/60  R18 120H XL 1400 51 8.5 292 799 9.0
235/55  R18 104V XL 900 51 7.5 245 715 8.0
255/55  R18 109V XL 1030 51 8.0 262 729 8.4
255/55  R19 111V XL 1090 51 8.0 265 763 8.4
275/55  R19 111V XL 1090 51 8.5 284 785 8.8
275/55  R20 117V XL 1285 51 8.5 282 802 8.8
255/50 ZR19 107W XL 975 51 8.0 265 739 8.4
265/50  R20 112V XL 1120 51 8.5 277 774 8.4
255/45  R20 105V XL 925 51 8.5 255 738 8.2
275/45  R20 110V XL 1060 51 9.0 269 750 8.6
285/45  R22 114V XL 1180 51 9.5 285 815 8.8

35 series 295/35  R21 107V XL 975 51 10.5 301 739 9.0

35 Series 265/35 ZR22 102W XL
40 Series 305/40 ZR22 114W XL

Series Size LI/SS

60 series

55 series

50 series

45 series

Series Size LI/SS

*Upcoming Size
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SUV/ 4X4HP202 / HP202+

a) Extra ordinary ride comfort and 
cornering capability
b) Bionic contours reduces road noise & 
braking distance
c) Excellent aquaplaning resistance

Maximum
Load

Max.
Inflation
Pressure

Rim
Width

Section
Width

Overall
Diameter

Tread
Depth

kgs psi inches mm mm mm
HP202

50 Series 285/50 R20 116V XL 1250 50 9.0 297 794 8.8
275/40 R20 106V XL 950 50 9.5 278 728 8.8
305/40 R22 114V XL 1180 50 11.0 313 803 8.8
265/35 R22 102V XL 850 50 9.5 271 745 8.8
285/35 R22 106V XL 950 50 10.0 290 759 8.8
305/35 R24 112V XL 1120 50 11.0 313 824 8.8

30 Series 305/30 R26 109W XL 1030 50 11.0 313 844 8.8

HP202+
50 Series 285/50  R20 116V XL 1250 50 9.0 277 796 8.5
40 Series 305/40  R22 114V XL 1180 50 11.0 305 807 8.6
35 Series 265/35 ZR22 102W XL 850 50 9.5 270 759 6.5

Series Size LI/SS

40 Series

35 Series
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a) Cap base construction delivers 
exceptional ride comfort, good handling 
due to special base rubber both in on & 
off road conditions
b) Coupling blocks enhance dry grip and 
steering response, sipes offer good 
traction on wet conditions
c) Aggressive block design meant for all 
types of terrain, yet delivering lesser 
noise

SUV/ 4X4AT1000
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Maximum Load
Max.

Inflation
Pressure

Rim
Width

Section
Width

Overall
Diameter

Tread
Depth

Single (kgs) psi inches mm mm mm
80 series 195/80 R15  96S 710 51 5.5 196 693 9.0

215/75 R15 100S 800 51 6.0 216 703 9.5
235/75 R15 105S 925 51 6.5 235 733 9.5
245/75 R16 111S 1090 51 7.0 248 774 9.6
255/70 R16 111S 1090 51 7.5 260 764 9.5
265/70 R17 115S 1215 51 8.0 272 804 9.5
215/65 R16 98T 750 51 6.5 218 680 10.0
255/65 R16 109T 1030 51 7.5 260 738 9.5
265/65 R17 112S 1120 51 8.0 272 776 9.5

70 series 205/70 R15  96T

Series Size LI/SS

75 series

70 series

65 series

Series Size LI/SS

*Upcoming Size

Maximum Load
Max.

Inflation
Pressure

Rim
Width

Section
Width

Overall
Diameter

Tread
Depth

Single/Dual (kgs) psi inches mm mm mm
Flotation LT 31X10.50 R15 6PR 109Q 1030 51 8.5 268 775 12.0
85 series LT 235/85 R16 10PR 120/116Q 1400/1250 83 6.5 235 806 12.0
80 Series LT 205/80 R16 8PR 110/108Q 1060/1000 80 5.5 203 734 9.5

LT 225/75 R16 10PR 115/112R 1215/1120 80 6.0 223 744 13.0
LT 245/75 R16 10PR 120/116R 1400/1250 80 7.0 248 774 12.6
LT 265/75 R16 10PR 123/120Q 1550/1400 80 7.5 267 804 12.0
LT 285/75 R16 10PR 126/123R 1700/1550 80 8.0 286 834 13.0
LT 245/75 R17 10PR 121/118R 1450/1320 80 7.0 248 800 12.3

70 Series LT 265/70 R17 10PR 121/118S 1450/1320 80 8.0 272 804 12.3

Series Size PR LI/SS

75 Series

AT1000

LT-metric AT1000
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SUV/ 4X4HT1000 / HT1000LT

a) Ultra-modern “variable pitch” 
tread design offers low noise, 
meant for highway terrain
b) Wider circumferential grooves 
& lateral grooves evacuate 
water quickly defeating 
aquaplaning phenomena
c) Wavy sipes leading to 
outstanding braking 
performance on wet conditions 
and delivers enhanced ride 
comfort

Maximum
Load

Max.
Inflation
Pressure

Rim
Width

Section
Width

Overall
Diameter

Tread
Depth

kgs psi inches mm mm mm
75 series 265/75 R16 116T 1250 51 7.5 267 804 9.3

215/70 R16 100H 800 51 6.5 221 708 8.5
225/70 R16 103S 875 51 6.5 228 722 8.5
235/70 R16 106T 950 51 7.0 240 736 8.5
245/70 R16 107H 975 51 7.0 248 750 8.5
265/70 R16 112H 1120 51 8.0 272 778 9.3
275/70 R16 114T 1180 51 8.0 279 792 9.3
235/65 R16 103H 875 51 7.0 225 717 8.5
225/65 R17 102H 850 51 6.5 228 724 8.5
265/65 R17 112H 1120 51 8.0 272 776 9.3
275/65 R17 115H 1215 51 8.0 279 790 9.3
285/65 R17 116H 1250 51 8.5 292 802 9.3

70 series 265/70 R17 115H

Series Size LI/SS

70 series

65 series

Series Size LI/SS

*Upcoming Size

Maximum Load
Max.

Inflation
Pressure

Rim
Width

Section
Width

Overall
Diameter

Tread
Depth

Single/Dual (kgs) psi inches mm mm mm
Flotation LT 31X10.50 R15 6PR 109R 1030 51 8.5 268 775 12.4

LT 215/85  R16 10PR 115/112R 1215/1120 83 6.0 216 772 13.0
LT 235/85  R16 10PR 120/116R 1400/1250 83 6.5 235 806 12.3
LT 225/75  R16 10PR 115/112R 1215/1120 80 6.0 223 744 13.0
LT 245/75  R16 10PR 120/116R 1400/1250 80 7.0 248 774 12.5

70 series LT 265/70  R17 10PR 121/118S 1450/1320 80 8.0 272 804 12.0

75 Series LT 265/75 R16 10PR 123/120S

Series Size PR LI/SS

85 series

75 Series

Series Size PR LI/SS

*Upcoming Size

HT1000

LT-metric HT1000



It Doesn't Matter
       How Much You Load
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a) Most rugged casing construction to 
withstand severe load; superior 
compounding ensures longer mileage
b) Shoulders’ profile ensures flat 
footprint, thereby offering extra-ordinary 
resistance against irregular wear
c) Extremely good handling & road grip 
in both dry & wet conditions

LTRCT1000

Maximum Load
Max.

Inflation
Pressure

Rim
Width

Section
Width

Overall
Diameter

Tread
Depth

Single/Dual (kgs) psi inches mm mm mm
185/75 R16C 8PR 104/102S 900/850 69 5.0 184 684 9.5
195/75 R16C 8PR 107/105S 975/925 69 5.5 196 698 9.5
165/70 R14C 6PR 89/87R 580/545 54 5.0 170 588 8.0
195/70 R15C 8PR 104/102R 900/850 65 6.0 201 655 10.0
225/70 R15C 8PR 112/110R 1120/1060 65 6.5 228 697 10.0
175/65 R14C 6PR 90/88T 600/560 54 5.0 177 584 9.0
195/65 R16C 8PR 104/102T 900/850 69 6.0 201 660 9.0
205/65 R16C 8PR 107/105T 975/925 69 6.0 209 672 9.5
215/65 R16C 8PR 109/107T 1030/975 69 6.5 221 686 9.8
225/65 R16C 8PR 112/110T 1120/1060 69 6.5 228 698 10.0
235/65 R16C 8PR 115/113R 1215/1150 69 7.0 240 712 10.0
185 R14C 8PR 102/100S 850/800 65 5.5 188 650 9.7
195 R14C 8PR 106/104S 950/900 65 5.5 198 666 9.5
195 R15C 8PR 106/104Q 950/900 65 5.5 198 690 9.7

Series Size PR LI/SS

75 series

70 series

65 series

LTRC
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a) Optimal footprint due to wider 
shoulders’ profile for enhanced
stability
b) Specially designed sipes on shoulders 
& center ribs offer good road
grip on both dry & wet road surfaces
c) Heavy duty casing construction that 
can withstand overload; stone
ejectors to prevent casing damage
d) Specially formulated tread compound 
that offers outstanding
mileage

LTRMUSTANG 1000

Maximum Load
Max.

Inflation
Pressure

Rim
Width

Section
Width

Overall
Diameter

Tread
Depth

Single/Dual (kgs) psi inches mm mm mm
185 R14C 8 102/100Q 850/800 65 5.5 188 650 10.8 BSW, WSW
195 R14C 8 106/104Q 950/900 65 5.5 198 666 10.8 BSW, WSW
195 R15C 8 106/104Q 950/900 65 5.5 196 693 10.8 BSW, WSW

Size PR LI/SS *Sidewall

*BSW: Black Side Wall
*WSW: White Side Wall



LTRZLH-100 EXTRA

LTRZLD-100 EXTRA

a) Most rugged casing construction to 
withstand severe load
b) Tread design offers extra-ordinary 
resistance against irregular wear
c) Superior compounding ensures 
substantial durability thereby delivering 
longer mileage
d) Wider tread width offers excellent 
handling capability both in dry & wet 
conditions

a) Rib-block tread design combined with 
a deeper tread provides low rolling                
resistance and outstanding traction
b)Advanced arrangements of tread 
blocks resist off-road cuts, tears & 
punctures
c) Offers extraordinary resistance 
against heat build up

Maximum Load
Max.

Inflation
Pressure

Rim
Width

Section
Width

Overall
Diameter

Tread
Depth

Single/Dual (kgs) psi inches mm mm mm
7.00 R16 10 113/111M 1150/1090 80 5.5 198 768 12.0
7.00 R16 12 117/116L 1285/1250 95 5.5 198 768 12.0
7.50 R16 12 121/120M 1450/1400 95 6.0 213 797 12.0
7.50 R16 14 123/121L 1550/1450 112 6.0 213 797 12.0

Size PR LI/SS

Maximum Load
Max.

Inflation
Pressure

Rim
Width

Section
Width

Overall
Diameter

Tread
Depth

Single/Dual (kgs) psi inches mm mm mm
LT 7.50R16 14 112/118M 1495/1310 105 6.0 215 805 14.5
LT 8.25R16 14 126/122L 1705/1300 95 6.5 235 855 16.0

Size PR LI/SS

15
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Upcoming Sizes & Patterns

ZT3000 (New PCR pattern)

MT1000 (New Mud Terrain 4x4 pattern)

195/70R14 95H XL
205/70R15 100H XL
215/70R15 98T
185/65R14 90H XL
185/65R15 92H XL
195/65R15 95H XL
205/65R15 99H XL
215/65R16 102H XL
215/65R17 102T
185/60R15 88H XL
205/60R16 96H XL
215/60R16 99H XL
225/60R16 102H XL

55 Series 205/55R16 94V XL

Series Size LI/SS

70 Series

65 Series

60 Series

LT 35X12.50R18 10PR 123Q
LT 35X12.50R20 10PR 121Q
LT 37X13.50R17 10PR 131Q
LT 37X13.50R20 10PR 127Q

LT 35X12.50R17 10PR 125Q

Series Size PR LI/SS

Flotation
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